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Resource Marketing Services Inc.
821 17th Street, Denver,Colorado 80202 • (303) 892-9185

August 10, 1981

State of Utah
Division of Oil, Gas & Mining Gl 7 Om
1588 West, North Temple
Salt Lake City, UT 84116

DIVISIONOF x

Attn: Michael Minder
OIL,GAS&MINING

Re: NTL-6 Transmittal
Probe Oil, Inc.

Dear Mr. Minder:

Attached, you will find the APD/NTL-6 for the following location:

Utah

Probe Unit # 1
Sec. 28, T. 42S, R. 17W
Washington County, Utah

Thank you for your attention to this matter.

Very truly yours,

RESOURCEMARKETINGSERVICES,INC.

Peter MacDowell

PM/nw



Foran s•ssic BUB3t1T IJCgTB• Porm a proted.
(May 1963) (Othes ins on Budget urean No. 42-RI

TED STATES re a
DEPARÌTVIENTOF THE INTERIOR 4.1.,a...,.sa.........,4.

GEOLOGICAL SURVEY , U-22577

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK "'"°""°^"°""°""'"" ""

18. TIPEOF WORK

DRILL DEEPENO PLUG BACKO 2. a.» ,.......2 naus
b.rtraorwer.L Probe Umt

Šl.L Ef.I. OTHER . I.8 MUNLTHM 8. FARM OR LEA$$ mg
2. Naus or oranatoa Probe

Probe Oil , Inc. s. w=r.s. no.
3. ADDRESS OF OPERATOA

3135 Sonata Drive, Las Vegas, Nevada 89121 24.,2....anaroom...wn..e.,
4. LocATION or wmLI. (Report location clearly and in accordance with any State requirements. )At attríace

a., M., os ar.E.
17279FWL 333.'i-- L, Sec.2<7, T42S, R17W, SLB&M AND$UMEtORAREA

At proposed prod.'sone

Same j£ N Sec. 28, T42S, R17W
14. D38TANCE EN MILES AND D2ÉECT30N FROM NAAREST TOWN OR POST OFFICE* 12. COUNTÏ 01 PAtlaH 18. BTATS

13.3 miles from Santa Clara Washington Utah
1$. DISTANCE raë32 PaOPOSED* 10. NO. OF ACRES IN LEASE 17. RO. Oý ACRES ASSIGNÉDLOCATlúN •žO NEAR$$T TO THIS WEl•I•PROPERTY OR LËA$$ LINE, FT· 450 2560 640(Also to nearest drig. unit line, it any)
18. DisTANCE PROM PúOPO$ED LDCATION* 19. PROPOstD DErra 20. noTAkt on CuaLa TooLa

TO NEAREST WEt.L, DRH,f.tNO. COstPI.ETED 6500 '
on arrur.a ren, on rats s.ease, rr. ROtafY

21. travArsons (Show whether DF, RT. GR, etc.) 22. arfaox. mars woax wn.L armar•

GR 3565.1 I September 15, 1981
PROPOSED PASING AND CEMENTING PILOGRAM

Blit OF ROLE SIZE OF CASANO WhiCHT PÈR FOOT BETTINë DEPTH QUANTitt OF CamaWT

124" 9-5/8" 36# 1260' 250 sacks ¿:ww.tAwAA .5..«8-3/4" 5½" 17# TD 800 sacks

APPRO¥EDBYTig ATE

BY:
DIVISIONOF

OIL,GAS&MINING

Note: 00erator requests an exception .to the spacing requirements due o
topographical reasons. The operator owns or con\rols 100% of the.mine aTs
in the T/IM, R1M

su Asovr. arAes omscatas Paoroama PaoonAM : If proposat is to deepen or ping back, give data on present predictive sene Ëndproposed new productive
sone. It proposal is to drill or deepen directionally, give pertinent data on subsurface locationa and measured and true vertical depths. Give blomont
preventer program, if any.
24.

SICNED TITrg DATE

(This space for Federal or State oŒce use)

remurrun aww.nvar neer

APPROVED ST TITI - DATE
CONDITIONS OF APPROVAE., IF ANT: * *

*SeelustructionsOn ReverseSi<le
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Probe Oil, Inc.
Probe Unit #1

1. Existing Roads

A. For the location of the proposed well and the existing roads,
see the attached Topographic Maps "A" and "B". The proposed
well is located NE/4 NW/4 Section 28, T. 42S, R. 17W, SLB&M.
See well plat.

B. The proposed location is approximately 13.3 miles from Santa
Clara, Utah. To reach Probe Oil, Inc., Probe Unit #1, pro-
ceed northeast from St. George on Highway 91 past Shivwits
approximately 2 miles, then south on the Apex Mine Road 4.3
miles.

C. The proposed route is outlined on Topographic Map "A".

D. See Topographic Map "A".

E. Not applicable.

F. Access to the well site will be over existing county and BLM
roads. No private roads will be used. County and BLM roads
will be regularly maintained by grading, crowning, ditching,
and draining when necessary. The proposed access road will be
crowned and ditched so as to accomodate rig traffic. See Topo
Map "B" for details of the existing access road.

2. Planned Access Roads

See attached Topographic Map "B".

There is no planned access road as the location is directly on the
main road.

3. Location of Existing Wells

See Topographic Map "B". For information purposes, the following
wells are within a two mile radius of the proposed well.

(1) Water wells - None.

(2) Abandoned wells - None.

(3) Temporarily abandoned wells - None.

(4) Disposal wells - None.

(5) Drilling wells - None.

(6) Producing wells -
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(7) Shut-in wells - None.

(8) Injection wells - None.

(9) Monitoring wells - None.

4. Location of Existing and Proposed Facilities

A. There are no existing production facilities located within one
mile of the proposed well. See Topographic Map "B".

(1) Tank batteries - None

(2) Production facilities - None

(3) Oil gathering lines - None

(4) Gas gathering lines - None

(5) There are no injection lines in the area.

(6) There are no disposal lines in the area.

There are no known gas lines in the immediate area. See Map
"D".

B. Due to the exploratory nature of the Probe Oil, Inc., drilling
program, we are unable to anticipate any production. However,
the attached Exhibit "B" shows the proposed production facili-
ties that will be utilized in the event commercial gas is
encountered. All production facilities will be kept on the
pad. The off-location gas gathering-line will be proposed and
plans submitted after the well is completed and tested.

Construction materials will be native borrow or cut exposed on
the site, and will be consistent with accepted oil field
standards and good engineering practices.

A three strand barbed wire fence will be constructed and main-
tained around any disposal pits during the drilling and
completion phase of the well. When these pits are no longer
needed or within 90 days, one will be covered over with native
borrow material and rehabilitated to conform with the provi-
sions of the rehabilitation agreement on BLM standards. A
welded pipe fence will be constructed around the wellhead to
prevent access to livestock or larger
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C. Rehabilitation of the pits is discussed above. The remaining

pad not used for producing operations will be recontoured to
conform with the natural grade and covered with topsoil saved
on the site. This area will be reseeded as per current BLM
guidelines.

5. Location and Type of Water Supply

A. Water to be used to drill this we1T will be hauled by truck
from St. Geo,rge, Utah.

B. Water will be hauled by trucks on the above described access
route. See route on Topographic Map "A". No new roads or
pipelines will be needed for this purpose.

C. No water well will be drilled on the well site.

6. Source of Construction Materials

A. All construction materials for this location site and access
road shall be native borrow rock and soil accumulated during
the construction. No additional road gravel or pit lining
materials are anticipated at this time, but if they are re-
quired, appropriate action will be taken to acquire them from
private sources after notification is giv,en to the proper reg-
ulatory agencies.

B. Items described in part "A" are from Federal lands.

C. No other access roads are required other than described in
Item 2.

7. Methods for Handling Waste Disposal

See Location Layout for the size and location of the reserve and
the location of the fine mesh wire trash cage. Excess "cut" ma-
terial will be stockpiled as marked on the Location Layout Sheet.

(1) Drill cuttings, drilling fluids, salts, chemicals and
produced fluids will be disposed of in the reserve pit on
the location pad. This pit will be approximately 8 feet
deep and at least one-half of this depth shall be below
the existing ground level. One half of this pit will be
used as a fresh water storage during the drilling of the
well. The disposal and storage areas shall be separated
by a
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(2) See Item 1 above for disposal of drilling fluids.

(3) See Item 1 above for disposal of produced water. Any oil
produced after the well is connected to a pipeline willbe collected in a tank on location and trucked for saleto the buyer to be determined at that time. No oil pro-
duction is anticipated from this well.

(4) A portable chemical toilet will be provided for human
waste during the drilling phase.

(5) Garbage and other waste material will be kept in a cover-
ed fenced trash cage and hauled away by tgruck to adisposal site.

(6) Immediately after the drilling rig moves off the loca-
tion, the remaining trash and flammable material will becollected and hauled off. The reserve pit will be fencedon the open side to protect domestic animals and wild-
life. This pit will be utilized during the completionand testing phase of the well for storage of produced
fluids. As soon as the testing is completed, the pitwill be covered. The drilling pad will then be reclaimedas detailed in Item 10 discussed below.

8. Ancillary Facilities

No airstrips or camps are planned for this well.
9. Well Site Layout

See attached Location Layout Sheet which shows the followingitems:

(1) Cross section of the pad showing details of the cuts andfills.

(2) Location of the reserve and Blewie pits, pipe racks, liv-
ing facilities and topsoil stockpile and excess "cut"stockpile.

(3) Rig orientation, parking areas and access
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(4) Because of no close proximity of the location to any

creek, all pits will be unlined.

10. Plans for Restoration of Surface

In the event of a dry hole, pits will be allowed to dry and one
will then be backfilled and waste pits will be backfilled. The
location will be restored to as near the original contour as
feasible and then reseeded.

(1) Upon completion of the testing phase of the well and prior to
the pipeline hookup, the areas not needed for access to the
well and used for producing operations shall be filled and
recontoured to blend with the surrounding topography and the
stockpiled soil redistributed over the unused disturbed area.
After final plugging and abandonment of the well, the entire
disturbed area will be contoured and topsoil spread over any
previously disturbed area.

(2) The revegetation of the drill site area and access not needed
to carry on production operations will be reseeded with a
seed mixture recommended by the BLMDistrict Manager for this
area. It will be performed at a time of the year when the
moisture content of the soil is adequate for germination.
The Lessee agrees that all of the clean-up and restoration
activities shall be done in a diligent a'nd timely manner and
in conformity with the above mentioned Items 7 and 10 (1).

(3) All pits will be fenced prior to disposal of any waste ma-
terial and the open side of the reserve pit will be fenced
before removing the rig from the'1ocation. The fences will
be maintained in good condition until Item (1.) is started.

(4) Any oil or condensate on any temporary pit will be removed in
a timely manner. Overhead flagging or netting will be in-
stalled on any sump pit used to handle well fluids during the
producing life of the well.

(5) Restoration activities shall begin within 90 days after the
completion of the well. Once completion activites have be-
gun, they shall be completed within 30 days. All wellhead
and surface equipment will be painted to blend with the en-
vironment according to BLM and county recommendations and



g e
11. Other Information

The topography of the general area is mountainous and cut with
numerous canyons. The soils in this semi-arid area are of the
Moenkopi formation (Triassie) consisting of light brownish-gray
clays (OL) to sandy soils (SM-ML) with poorly graded gravels.
Outcrops of sandstone ledges, conglomerate deposits and shale are
common on this area. The topsoils in the area range from sandy
clay (SM-ML) to clayey (OL) soil.

Vegetation in the area consists of fir trees and mature spruce
trees with grasses and low ground cover in the clearings. There
are also juniper and pinon pine forests as the primary flora with
areas of sagebrush, rabbit brush, some grasses and cacti. Removal
of the ground cover will be required on the access route and in
the pad area, but will be kept to a minimum and conform to BLM
regulations.

Fauna of the area consists of coyotes, rodents, birds, and fauna
connected with a high altitude environment. Access to the well is
across Indian and Federal leases. Surface ownership lies with the
Federal Government, minerals with Probe Oil, Inc.

The majority of the washes and streams in the area are of a non-
perennial nature flowing during the early spring runoff and
extremely heavy rains of long duration, which are extremely rare.
The normal annual rainfall in the area is only 3". There are no
live water streams within 5 miles of the well site.

There are no occupied dwellings or other facilities of this nature
in the general area. There are no visible archaeological, histor-
ical or cultural sites within reasonable proximity of the proposed
location site.

12. Lessee's or Operator's Representative

Peter MacDowell Probe Oil, Inc.
Resource Marketing Services, Inc. 3135 Sonata Drive
821 17th Street, Suite 804 Las Vegas, Nevada 81921
Denver, Colorado 80202 ATTN: Russell Mendenhall

(303) 892-9185 (Office) (303) 892-9185
(303) 355-5790
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13. Certification

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access routes; that I am
familiar with the conditions which presently exist; that the
statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the operations
proposed herein will be performed by Probe Oil, Inc., and its con-
tractors and sub-contractors in conformity with this plan and
terms and conditions under which it is approved.

D Al
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Probe Oil Unit # 1

1. The geological name for the surface formation is the Moenkopiformation of Triassie Age.

2. The estimated tops of important geolgoical markers with depthscalculated from an estimated RKB elevation of 4069.5 are asfollows:

Timpoweap 2940'

Callvillie 3765'

Redwall 4718'

Simonon 5468'

Total Depth 6500'

3. Of the formations listed above, it is anticipated that the Simononformation may be gas bearing in the well.
4. The proposed casing program for completibn of this well willconsist of 5-1/2" 17# K-55 new casing; 9-5/8" 36# K-55 surfacecasing will be run to 1260' and will be new.

5. ,The operator's minimum specifications for pressure controlequipment are as follows:

A 10" Series 900 Hydril Bag type 80P and a 10" Double RamHydraulic unit with a closing unit will be utilized.
Additionally, while air drilling, a Series 900 RotatingHead will be used. Pressure tests of 80P's to 1000# willbe made after installation and operation and will bechecked daily. (See Exhibit A)

6. It is proposed that the hole will be drilled to T.D. with air andmist.

7. Auxiliary equipment to be used wilT be a Kelly Cock and a Float atthe drill bit.

8. No coring or drill stem testing has been scheduled for this well.The logging will consist of a dual induction laterolog and acompensated neutron formation density



9. It is not anticipated that abnormal pressures or temperatures will
be en.countered nor that any other abnormal hazards such as
H2S gas will be encountered in this area.

10. It is anticipated that this well will be commenced approximately
September 15, 1981, and that the operations will last two
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** FILE NOTATIONS**

0ATE: (LA fff/
OPERATOR:

WELLNO:

Locati.on: Sec. 4 R 1¶ÿ Countÿ:

FLte PtepaAed: Entered on H.1.0:
Caxd Indexed: Complet¿on Sheet:

API Numbe /-/ 3 - () (3.. gg g/

Director:

Administrative Aide CBÊt. ret/Â- Ñg

APPROVALLETTER:

Bond Required: SuAvey Pfa Requ¿red:

OAdex No. 0.K. Rufe C-3

Rule C-3(c.)
, TopogAaph¿c Except¿on - company owns ox controls acteagew¿th¿n a 660' tad¿tso og proposed a¿te

Lea.se Dea¿gna.t¿an Plotted on Map

AppAoval Letter 0/A¿tten

Ho.t L¿ne P .1



Hole Technology Inc.
821 17th Street, Denver,Colorado 80202 • (303) 892-9185

September 30, 1981

Oil & Gas, Mining

1588 West, North Temple

Salt Lake City Ut. 84116

ATTN: Mike Minder

Re: Probe Unit #1 - Sec. 28, T42S,

Rl7W, Washington County, Utah

Probe Shivwits #1 - Sec. 9,

T42S, R17W, Washington County

Dear Mike;

This letter is written to confirm our conversation of September

30, 1981 regarding the above referenced well locations. As I

stated to you, Probe Oil, Inc. owns or controls 100% of the minerals

within 660 feet of the locations.

I would appreciate the issuance of the subject permits at your

earliest convenience.

Verv truly urs,

Pe ac 1

(303) 355-5790 Home

(303) 740-7038



October 7, 1981

Probe 011, Inc.
3135 Sonata Dr.
Las Vegas, Nevada 89121

RE: Well No. Probe Unit #1,
Sec. 28, T. 423, I. 17W,
Washington County, Utah

Insofar as this office is concerned, approval th drill the above
referred to gas well on said unorthodox location is hereby granted in
accordance with Rule C-3(c), General Rules and Regualtions and Rules of
Practice and Procedure.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to laggith notify the following:

MICHAELT. MINDER- Petrolema Engineer
Office: 533-5771
Home; 876-3001

Enclosed please find Form OGC-8-X,which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence,and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-053-30044.

Sincerely,

DIVISIONOF OIL, GASANDMINING

Michael T. Minder
Petroleum Engineer

MTM/db
CC:
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STATEOF UTAH Scott M. Matheson, GovernorNATURALRESOURCES& ENERGY Temple A. rieynolds,Executive Director
Oil, Gas & Mining Cleon B. Feight, Division Director

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

May 5, 1982

Probe Oil, Inc.
3135 Sonata Dr .

Las Vegas, Nevado 89121

Re: Well No. Probe Unit #1
Sec. 28, T. 42 S, R. 17W.
Washington County, Utah

In reference to the above mentioned wells, considerable time has gone
by since approval was obtained from this office.

This office has not received any notification of spudding. If you do
not intend to drill these wells, please notify this Division. If spudding
or any other activity has taken place, please send necessary forms. If you
plan to drill this location at a later date, please notify as such.

Your prompt attention to the above will be greatly appreciated.

Very truly yours,

DIVISION OF OIL, GAS AND HINING

Cari Furse
Clerk Typist

Board/Chartes R. Henderson, Chairman • John L Bell • E. Steele Mcintyre • Edward T. Beck
Robert R. Normon • Margaret R. Bird • Herm Olsen

on equal opportunily emply . please recycle



Oil and Gas operations
2000 Administration Building

1745 Resi 1700 South
Sait Lake City, Utah 84104

September 9, 1982

Probe Oil, Inc.
3135 Sonata Drive
las Vegas, Nevada 89121

Re: Application for Permit to Dáill
Well No. 1
Section 28-T42S-R17W
Washington Ôounty, Iltah
Lease No U-22577

Gentlement

The referenced Application for Permit to Drill was received in this
office on August 13, 1981.

Review of the application disclosed that a Designation of Operator and
bonding is still needed from Dell L Hat;ch. This office cannot pro-

cess the application as it is deficient and therefore, is retorning
your application unapproved.

This office will commence processing the application upon receipt of a

new, complete package.

If you have any questions, please feel free to call.

Sincerely,

E. W. Guynn
District Oil & Gas Supervisor

bec: SMA
State OGGo
State BLM
MMS-Vernal
Well File
APD Control



STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES& ENERGY Ternple A. Reynolds. Executive Director
Oil, Gas & Mining Cleon B. Feight, Division Director

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

September 20, 1982

Probe Oil, Inc.
3135 Sonata Drive
Las Vegas, Nevada 89121

RE: Rescinded Application for
Permit to Drill Well No. Probe Unit #1
Washington County, Utah

Gentlemen:

Our records indicate Federal Application for Permit to Drill for the
above referenced well was returned without approval because designation
of operator and bonding was never provided.

Under these circumstances, the State of Utah hereby rescinds avoroval
to drill said well effective immediately. This action is without prejudice,
and should you later obtain Federal approval to drill the well, you may
re-submit your Application for Permit to Drill to the State of Utah.

Respectfully,

No Stout
AdministrativeAssistant

NS/as
cc: Minerals Management Service

Board/Chories R. Henderson, Chairman • John L Bell • E. Steele Mcintyre • Edward T. Beck
Robert R. Norrnan • Margaret R. Bird • Herm Olsen

on equo! opportunity employer . please recycle
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